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 Call Point With Clear Cover
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Specifications

Wiring Diagram

  Model / Product YA105 / Resettable Manual Call Point With Clear Cover
  Input Voltage                    12-24 VDC                                      
  Operating Current 2A

250 VAC
  Type / Color Resettable   /    Red Color
  Alarm Output Contact One Way Single Pole
  Weight / Dimension 155 g.   /   86 X 89 X 56 mm.

Features
Use for 12-24 VDC
Conventional Fire Alarm Accessories
Resettable Manual Call Point
Transparent Cover (Clear Cover)
One Way Single Pole
Two Way Double Pole Optional
4 Colors for Optional
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Standard   : Resettable Manual Call Point With Clear Cover YA105
   :         Manual by Key
Optional : Resettable Manual Call Point With LED Indicating Lamp, Red Color (Made in Local)
Optional : Resettable Manual Call Point With Key Switch (Made in Local)
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5th Floor, Building 3, Baolaite Industrial Park, No.24 Xinbu Road, Tongle, Longgang District, Shenzhen, China
SHENZHEN USAFE INTELLIGENT TECHNOLOGY CO., LTD

Tel : +86-0755-2828 6305

Tel : 02-965 7701-6 Email : sales@up-t.com

www.firealarmonline.com

Fax : +86-0755-2828 9702 Email : info@szusafe.com Website : www.szusafe.com

USAFE INTELLIGENT TECHNOLOGY

SHENZHEN

Distributor Thailand

U.P.TECH CORPORATION CO.,LTD 
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